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The charger linked is almost everything you need to
charge the batteries. However, it does need to be
adapted to attach to our batteries. To make this hap-
pen, begin by cutting o� the connector:

Peel the two wires away from each other and strip the
insulation away:
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Attach both ends to a multimeter. Make sure that the
two leads are far enough away from each other that
they won't accidently short, and power on the charger
by plugging it in. Hopefully you will see a positive
number around 12 volts:

If you do not, power o� the charger, swap the positions of the leads, and power it on again. When this is done, you
have identi�ed the positive and negative wires on the charger.

Next, the connectors will be added. Power o� the charger and pick one of the leads. Match the color of the connector to
the color (or polarity) of the lead- if the lead is red/positive, the red connector should be used; if the lead is black/negative,
the black connector should be used.

The connector is attached by pushing the wire into the
connector as deep as it can go, and is then crimped
around the thinnest point. Ideally this will be done by
a crimping tool, but strong pliers are often able to have
the same e�ect.
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If all of these steps have been followed, you should
have a functioning charger. Plug it into the battery by
matching the red connector to the red (positive) bat-
tery terminal, and black to the other battery terminal.
Our charger has an indication light showing when it is
charging, and this light should be illuminated. Touch
the battery and the charger to check for heat. They
should not be noticably warm, and if they are, this is
likely a sign that the battery is connected backwards. If
they do not warm up but indicate that they are charg-
ing, allow the battery to continue charging until full,
checking for heat periodically.

If the battery becomes too hot to touch in a short amount of time, double check to make sure that the red and black
connectors are on the right wires. Also double check to see if the same thing happens with other batteries. If you are able
to charge a battery without these issues, the charger has been completed correctly and can be used on other batteries you
may have.
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